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Application 

Express Standing Seam Profile is an external standing seam interlocking roof 

profile, specifiable independently or as the external finish of Standing Seam 

Profile system. Our Express Standing Seam Wall profile is available in steel or 

aluminium depending on project requirements. As with all long strip products, a 

natural deflection in the pan may occur and is a feature of the product. 

Standard Specification 

• EG 25-520 Express Standing Seam Wall profile available in 0.7mm steel or 

0.9mm aluminium 

• Available with coatings to achieve A1, A2-s1,d0 or C-s2,d0 to BS EN 13501-

1:2018 

• Profile lengths can be supplied to site up to 12 metres using conventional 

transport methods.

• A variety of coating types and finishes are available as the external finish of 

our Express Standing Seam profile. 

About Express Standing Seam Profile

Express Standing Seam is a versatile standing seam metal roof and wall 

system offering both new and traditional buildings a sophisticated and 

aesthetic design.

By specifying Express Standing Seam, you can create striking designs on a 

wide range of buildings applications.

Express Standing Seam systems utilise interlocking aluminium or steel sheet 

that can be used as part of a roof or wall construction.

Sophisticated Standing Seam
– Rapid installation

– Roof or wall system

– Aesthetically creative and 

sophisticated designs

Precision Site Manufacturing
– Site-rolled curved sheets

– Bespoke width sheets and tapered

sheets available through consultation

– Convex and concave curves available

Product Parameters 

Parameters

On-site Rolling Availability Yes

Natural Self Curve Min Radii Concave 12m

Natural Self Curve Min Radii Convex 12m

Smooth Curve Availability Yes

Smooth Curve Minimum Sheet Length 2.0m

Smooth Curve Maximum Sheet Length 12m

Crimped Curve Availability No

Weight (0.9mm Aluminium) 2.87 kg/m² 

Weight (0.7mm Steel) 6.34 kg/m² 



Express Standing 
Seam Wall SFS

‘’Express Standing Seam is available as a warm or cold roof build-up 
and is suitable for use with residential, commercial and public 
buildings.’’

Express Standing Seam Wall Profile

Express Standing Seam wall profile is a standing seam wall system for a 
sophisticated and highly aesthetic design and can produce striking and 
sophisticated architectural lines creating a bespoke look on a wide range 
of building applications.

Available in a standard cover width upto 520mm, the 
Express Standing Seam sheets can also be supplied in 
variable widths to give a concertina-style effect.

Express Standing Seam Wall Cladding Systems 
comprise of an interlocking aluminium or steel sheet
that can be used as part of an insulated warm or cold 
exterior wall construction.
– The Express Standing Seam profile can produce 
striking and sophisticated architectural lines, creating a 
bespoke look on a wide range of buildings 
applications.
– Its simple overlapped seam construction allows for a 
rapid installation,
when compared to traditional building materials .
– Available in a range of different materials and 
colours.
– Suitable for use in residential and non-residential 
buildings such as schools, hospitals, industrial, 
commercial, retail and leisure applications.

Express Standing Seam Roof Profile

Express Standing Seam roof systems embrace the fundamentals of modern 
metal roofing, whilst the outer sheet provides the look of a traditional 
standing seam roof. The systems utilise off-site manufactured flashing details 
which, combined with materials, helps to keep costs to a minimum.

Express Standing Seam 
Roof MW5

Designed for use on steel framed buildings, the 
metal liner provides support to the insulation.
The standard MW5 inverted liner profile
in 0.7mm steel polyester coated is Class
A1 reaction to fire to EN 13501-1:2018 and has 
a 200mm profile pitch, perfectly matching the 
standard fixing centres for insulation.



‘’Express Standing Seam is available as a warm or cold roof build-
up and is suitable for use with residential, commercial and public 
buildings.’’

Material

Steel
0.7mm gauge Colorcoat Prisma® and Colorcoat HPS200 Ultra® pre-finished steel 
from Tata Steel provides a contemporary range of steel colours ideal for many 
façade applications.
Fully manufactured in the UK, the steel range demonstrates proven performance 
and reliability guaranteed for up to 40 years for the weatherside of commercial 
and industrial buildings with no inspection or maintenance to maintain its validity.

Aluminium
Our range of aluminium material provides exciting new options for colourful 
designs with an expanded palette of natural living shades.
Available in 0.9mm pre-coated aluminium, the grained surfaced of the “living 
colour” range replicates the PR weathered appearance of traditional long strip 
hard metal finishes, providing an outstanding alternative.

Colours

Reflect your brand identity through your architecture. Colour can be used to great 
effect in architecture; it can reflect the brand identity of a company, be used to 
achieve an architectural objective or to complement a buildings surroundings. The 
use of colour can affect the mood of building users and can engender a sense of 

pride in the workplace.

Thermal Performance

Express Standing Seam systems provide flexibility to achieve the most challenging 
U-values.
U Value calculations have been carried out in accordance with
BR433:October 2019. See table below:

Express Standing Seam Wall / Roof TD

Main Insulation 

Thickness (mm)

115 150 170 205

U-value (W/m2K) 0.25 0.20 0.18 0.15

Fire Performance

Express Standing Seam sheet materials reaction to fire to 

BS EN 13501-1:2018.



EXPRESS STANDING SEAM WALL DETAIL

Express Standing Seam Vertical Wall 
SFS – External Corner

Express Standing Seam Vertical 
Wall SFS – Base & Head Detail

EG 25-520 standing 

seam cladding

25mm THK. INSULATION

INSULATION

25mm CLIP

EG

25mm THK. INSULATION

INSULATION

U-values calculated without inclusion 
of minor contribution from boards, 
with 2mm SFS at 600mm centres

EG 25-520 standing seam 

cladding

25mm THK. INSULATION

INSULATION

25mm CLIP

25mm CLIP

EG 25-520 standing 

seam cladding

Insulation

By Express

By Express

By Express

By Express

520mm Maximum



Express Group Construction Ltd,
1 Lamson Road, Ferry Lane Industrial Estate, 
Rainham, RM13 9YY

Phone: 01708 554777
Email: info@expressgroupltd.co.uk
www.expressgroupltd.co.uk

FACADES / RE-CLAD / DRY-LINING SOLUTIONS
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