
EXPRESS FAÇADE SYSTEM

At Express we manufacture a diverse range of engineered facade and roofing systems tailored
to suit all needs within the architectural sector, these products are complemented by a comprehensive 
range of fasteners, load bearing components and accessories.
All our products are manufactured to the highest quality standards, keenly
enforced by our Integrated Management System which is certified to BS EN ISO 9001:2015.
Designed and Constructed to ensure complete peace of mind for our Clients, all our products are 
quality checked in-house, as required by our EN BS 1090 -1 accreditation, to ensure they not only
meet, but indeed exceed, industry norm.

A Better Solution 
For Your Building Needs



EXPRESS FAÇADE SYSTEM

• Express FS is fabricated in the UK and standard brackets are available next day. 
• Structural & Thermal calculations are all included within the costs. 
• Every Project is approved by both our in-house Design Team and Engineer before being 

signed off for production, the Client is also sent all production details for approval.
• We have fixing solutions for all types of substrate.
• All products are designed in-line with CWCT standards where applicable. 
• HI & standard thermal pads with 3D thermal calculations to support your project. 
• Bespoke rail lengths available to support your project needs and reduce wastage.
• The system’s components are manufactured from extruded sections of quality aluminium 

alloy and stainless steel. 

SYSTEM BENEFITS

• Express FS brackets and rails are manufactured from 3-5mm thick. 5251 / 6063 
structural grade architectural alloy to guarantee high corrosion resistance and a 
quality surface finish. All our aluminium cladding brackets are designed in 
accordance with BS EN 1999, also known as Eurocode 9 governing the design of 
aluminium structures. 

• Precision engineered from 2-4mm thick 304 structural grade stainless steel.
• Standard sizes 40mm to 400mm to cover a greater range of project specifications.
• Tensile strengths 190 - 230 N/mm2 for Aluminium and 530-680 N/mm2 for Stainless 

Steel.
• All tests are available on request, please contact one of our sales team for all your 

needs.
• Engineered from 2.2mm high specification 6063 T6 aluminium grade supplied in 6m 

lengths.
• ‘T’ & ‘L’ rails are also available which offers a full and compliant system for our 

Clients. 

EXPRESS BRACKETS / RAILS

Please feel free contact us should you require any sizes not currently highlighted on the 
chart, we also have “L” or “T” Rails to suit any project requirements.

3~5mm Thick Aluminium Brackets


