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Summary of Tested Specimen 
The specimen had overall nominal dimensions of 3050 mm high by 3025 mm wide by 305.5 mm thick. The 
supporting framework comprised of a 2.0 mm thick slotted head track and 1.2 mm thick base track, each 
formed from galvanised steel running the full width of the test assembly. 

The unexposed face of the specimen consists of single layer of British gypsum plasterboard with a 
thickness of 15mm. The 150mm cavity space between unexposed and exposed plasterboard contains 1.2 
mm thick SFS150 galvanised steel studs that are fixed to the head and base tracks at 600mm centres. 

On the exposed side, 12.5mm thick Klasse-G plasterboard was fixed to the other end of the SFS150 
galvanised steel studs. After the Klasse-G plasterboard, there sits a DuPont Tyvek Firecurb, that’s fixed 
initially using 50 mm double sided acrylic tape and secured with stainless steel screws at 500 mm 
centres. Following the breather membrane the specimen is insulated with 80mm stone mineral wool on 
the exposed side. The exposed surface of the test specimen compromised a 3mm thick aluminium 
cassette panel cladding system 

 

The specimen was left unrestrained on one vertical edge. 

 

Detailed drawings of the test specimen(s) and a comprehensive description of the test construction based on a detailed 

survey of the specimen(s) and information supplied by the sponsor of the test are included in the Test Specimen and 

Schedule of Components sections of this report. 
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Test Results 
Integrity It is required that the specimen retains its separating function, without: 

 causing ignition of a cotton pad when applied 
 permitting the penetration of a gap gauge as specified in BS EN 1363-1: 2020 
 sustained flaming on the unexposed surface 

 
These requirements were satisfied for the periods shown below: 

 Sustained flaming 66 minutes No failure* 

 Gap gauge 66 minutes No failure* 

 Cotton pad 66 minutes No failure* 

Insulation It is required that the mean temperature rise of the unexposed surface shall not be 

greater than 140C and that the maximum temperature rise shall not be greater 

than 180C. Insulation failure also occurs simultaneously with integrity failure. 
These requirements were satisfied for the period shown below: 

 66 minutes No failure*  

 *Test was discontinued after a period of 66 minutes. 
 

Date of Test 10 April 2025 

Location of Test Warringtonfire, Holmesfield Road, Warrington WA1 2DS, United Kingdom 

This report may only be reproduced in full. Extracts or abridgements of reports shall not be published without 

permission of Warringtonfire. All work and services carried out by Warringtonfire Testing and Certification 

Limited are subject to, and conducted in accordance with, the Standard Terms and Conditions of Warringtonfire 

Testing and Certification Limited, which are available at https://www.element.com/terms/terms-and-conditions or 

upon request. 

  

https://www.element.com/terms/terms-and-conditions
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Quality Management 
 

Issue No: 1 Issue Date: 21 July 2025 

Responsible Officer:  L. Doyle* Approved By:  P. White* 

 Technical Officer  Technical Officer 

 

 

 

 
 

 

 
* For and on behalf of Warringtonfire. 

 
This copy has been produced from a .pdf format electronic file that has been provided by Warringtonfire to the sponsor of 

the report and must only be reproduced in full. Extracts or abridgements of reports must not be published without permission 
of Warringtonfire. The pdf copy supplied is the sole authentic version of this document. All pdf versions of this report bear 
authentic signatures of the responsible Warringtonfire staff.   
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Test Conditions 
Standard In accordance with BS EN 1364-1:2015 Fire resistance tests for non-loadbearing 

elements - Part 1: Walls. 

Sampling Warringtonfire was not involved in the sampling or selection of the tested 
specimen or any of the components.     

The results obtained during the test only apply to the test samples as received 
and tested by Warringtonfire. 

Installation The specimen was received on the 08 April 2025 and installed into a refractory 
concrete lined steel restraint frame, with one vertical edge unrestrained, by 
representative of the Test Sponsor on the 8

th
 and 9

th
 April 2025. 

Specimen 
Direction 

Tested specimen was asymmetrical. The Test Sponsor defined the direction in 
which the specimen was tested, and it is shown in the test specimen drawings 
section of this report. 

Conditioning The specimen’s storage, construction, and test preparation took place in the test 
laboratory over a total, combined time of 3 days. Throughout this period of time 
both the temperature and the humidity of the laboratory were measured and 
recorded as being within a range of from 14

o
C to 19.5

o
C and 30.5% to 49.0% 

respectively.  

Instruction to Test The test was conducted on the 10 April 2025 at the request of Express Group 
Construction Ltd & Express Facades & Manufacturing, the Test Sponsor. 

Ambient 
Temperature 

The ambient air temperature in the vicinity of the test construction was 13ºC at 
the start of the test with a maximum variation of +1ºC during the test. 

Furnace The furnace was controlled so that its mean temperature complied with the 
requirements of BS EN 1363-1: 2020 Clause 5.1 using nine plate thermometers, 
distributed over a plane 100 mm from the surface of the test construction.  

Thermocouples Thermocouples were provided to monitor the unexposed surface of the 
specimens. The output of all instrumentation was recorded at no less than one 
minute intervals. The locations and reference numbers of the various unexposed 
surface thermocouples are shown in Figure 1. 

Radiation A water-cooled foil heat-flux meter was used to record the heat radiation from the 
specimen. The heat flux meter was positioned at a distance of 1 metre from the 
centre of the specimen. 

Furnace Pressure After the first five minutes of testing and for the remainder of the test, the furnace 
atmospheric pressure was controlled so that it complied with the requirements of 
BS EN 1363-1: 2020, clause 5.2.1 The calculated pressure differential relative to 
the laboratory atmosphere at the top of the specimen was 20 (± 5) Pa between 5 
and 10 minutes and 20 (± 3) Pa thereafter. 
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Test Specimen Drawings 
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Figure 1. Elevation of Thermocouple Positions – Unexposed Face 
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Figure 2. General Elevation of Test Specimen – Exposed Face 
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Figure 3. Horizontal Section Through Test Specimen 
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Figure 4. Detail A 
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Figure 5. Head & Base Track and Stud Detail 
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Figure 6. Vertical Section Through Test Specimen 
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Figure 7. Detail B 
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Figure 8. Helping Hand Bracket Layout – Exposed Face 
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Figure 9. Cassette Layout – Exposed Face 
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Figure 10. Insulation & Retainer Layout – Exposed Face 
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Schedule of Components 

Table 1. details the schedule of components which describes the test specimen and lists the components 
used in the construction of the test specimen. These were provided by the test sponsor and surveyed by 
Warringtonfire.  

All measurements were verified by Warringtonfire unless stated otherwise in the schedule of components. 
All components marked with an “*” have not been verified by Warringtonfire. 

Table 1. Schedule of components 

1. Door Frame 

1. Head Track 

Supplier Express MET-PRO Head Track 

Reference EX15420-70 

Material Galvanised steel 

Section size 70 mm x 154 mm 

Thickness 2.0 mm 

Fixing method to supporting construction 

Manufacturer Evolution 

Reference MSHH6.3-32-516 

Material Carbon steel C1022 grade 

Size 6.3 mm x 32 mm 

Centres 530 – 710 mm 

2. Base Track 

Supplier Express MET-PRO Base Track 

Reference EX15412-40 

Material Galvanised steel 

Section size 40 mm x 154 mm 

Thickness 1.2 mm 

Fixing method to supporting construction 

Manufacturer Evolution 

Reference MSHH6.3-32-516 

Material Carbon steel C1022 grade 

Size 6.3 mm x 32 mm 

Centres 530 – 710 mm 

3. Stud 

Supplier Express MET-PRO Stud 

Reference EX15012-60 

Material Galvanised steel 
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Section size 60 mm x 150 mm with a 15 mm return 

Thickness 1.2 mm 

Fixing method to head and base tracks 

Manufacturer Ash & Lacy 

Reference SFS-LP19-HEX 

Material Carbon steel 

Size Ø5.5 mm x 19 mm 

4. Plasterboard – Unexposed Face 

Supplier British Gypsum 

Reference 5015341274749 

Material Additives, aerated gypsum core, paper liners, glass fibre 

Overall size 1200 mm x 2400 mm 

Thickness 15 mm 

Fixing method 

Manufacturer British Gypsum 

Reference 35 mm self-drill 

Material Mild steel 

Size 4.2 mm x 35 mm 

Centres 230 – 300 mm 

5. Plasterboard – Exposed Face 

Supplier Klasse 

Reference Klasse-G Board 

Material Calcium sulphate dihydrate encased within a glass fibre mat 

Overall size 1200 mm x 2400 mm 

Thickness 12.5 mm 

Fixing method 

Manufacturer Evolution 

Reference WHX32 

Material Carbon steel C1022 grade 

Size 4.2 mm x 32 mm 

Centres 300 mm max 

6. Breather Membrane 

Supplier DuPont 

Reference 2066B 

Thickness 0.175 mm nominal 

Fixing method Fixed initially using 50 mm double sided acrylic tape and single 
sided Tyvek tape to overlapped joints 
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7. Helping-Hand Bracket 

Supplier Express Group Ltd 

Reference EX10060-90 

Material Aluminium 

Section size 60 mm x 100 mm 

Length 90 mm 

Thickness 3 mm 

Fixing method 

Manufacturer Ejot 

Reference JT3-6-5.5 

Material A2 stainless steel 

Size 50 mm 

8. Vertical Angle 

Supplier Express Group Ltd 

Reference L-50X50 

Material Aluminium 

Section size 50 mm x 50 mm 

Thickness 3 mm 

Fixing method 

Manufacturer Ejot 

Reference JT3-FR-6-5.5 

Material A2 stainless steel 

Size 25 mm 

9. Insulation 

Supplier Klasse 

Reference KlasseROCK VF500 Rainscreen Insulation 

Material Stone mineral wool rainscreen insulation 

Thickness 80 mm 

Fixing method Mechanical fix 

10. Insulation Retainers 

Supplier Ejot 

Reference TKR 

Material Carbon steel with organic corrosion resistant finish 

Overall size 120 mm 

Fixing method As per manufacturer guideline 
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11. Horizontal Cavity Barrier 

Details of air gap 44 mm from the face of the intumescent strip 

Manufacturer Tenmat 

Reference VFB PLUS 

Material 
Stone mineral wool with intumescent strip in a red polythene 
sleeve. The strip was retained to the mineral fibre with 50 long x 
5mm diameter screws at 250mm centres. 

a.  stone mineral wool Tenmat HD mineral fibre 

Sample selected N/A 

Batch number N/A 

b.  intumescent strip FF102/50 (75mm wide x 6mm thick, aluminium foil wrapped) 

Sample selected N/A 

Batch number N/A 

Overall size 1000 mm long x 95 mm wide 

Thickness 75 mm 

Density 110 kg/m³ (stated) 

Fixing method 
Fixed to Klasse-G plasterboard (item 5) using two MP brackets 
250 mm from the ends of the cavity barrier and secured using 
Ejot JT3-3-5.5 

12. Vertical Cavity Barrier 

Manufacturer Tenmat 

Reference NVFB – Non-Ventilated Fire Barrier 

Material Stone mineral wool 

Sample selected N/A 

Batch number N/A 

Overall size 133 mm deep x 100 mm wide x 100 mm long 

Density 110 kg/m³ (stated) 

Fixing method MP brackets 

13. Cassette 

Supplier Express Group Ltd 

Reference Express ALU PRO Fixed Cassette System 

Material Aluminium 

Overall size 3050 mm x 3050 mm 

Cassette A 650 mm x 1540 mm 

Cassette B 1220 mm x 1540 mm 

Thickness 3 mm 

Fixing method Face fixed 

Manufacturer Ejot 



 

 
 

Test date: 10/04/2025 Job number: 551358/R 
Test standard: BS EN 1364-1:2015 Issue: 1 
Test sponsor: Express Group Construction Ltd & Express Facades 
& Manufacturing 

Page 21 of 38 

Controlled document no. 112383 Controlled document version no. 4 Controlled document date: 19/02/2025 

 

Reference JT3-FR-6-5.5 

Material A2 stainless steel 

Size 25 mm 

2. Fire Stopping 

Frame to Supporting Construction Fire Stopping Detail 

Manufacturer Morgan Advanced Materials 

Reference Superwool Plus 

Material High temperature insulation wool 

Thickness 25 mm, uncompressed 

Density 96 kg/m3 (stated) 

Fixing method Compressed within the gap between the specimen and the 
restraint frame 

Sealant to Fire Stopping Detail 

Manufacturer Klasse 

Reference  FireFend FR Silicone Sealant 

Material  Intumescent Silicon Sealant 

Overall dimension Approximate 10 mm bead 

Application method  Cartridge gunned around external perimeter of the 
plasterboards on the unexposed face 
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Test Observations 
Time All observations are from the unexposed face unless noted otherwise. 

mins secs  

00 00 The test commences. 

11 05 Slight Smoke/steam release from the head of the specimen. 

17 00 Aluminium/metal panels on the exposed face have melted away, exposing insulation 
core. 

19 20 Insulation now fully exposed to heating conditions. 

26 05 No significant visible change to exposed face. 

34 00 Insulation still intact on the exposed face. 

41 45 Slight Smoke/steam release from the right joint at the head on the exposed face. Joint 
has opened minimally but no glowing visible. 

48 00 Insulation still intact on the exposed face. 

56 00 Insulation joints on the exposed face burning away/opening up. 

66 00 Test discontinued at sponsor’s request. 
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Test Photographs 
The exposed face 
of the wall 
assembly prior to 
testing 

 

 

The unexposed 
face of the wall 
assembly prior to 
the start of the 
test 
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The unexposed 
face of the wall 
assembly after a 
test duration of 10 
minutes 

 

 

The unexposed 
face of the wall 
assembly after a 
test duration of 30 
minutes 
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The unexposed 
face of the wall 
assembly after a 
test duration of 40 
minutes 

 

 

The unexposed 
face of the wall 
assembly after a 
test duration of 50 
minutes 
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The unexposed 
face of the wall 
assembly at the 
termination of the 
test 

 

The exposed face 
of the wall 
assembly 
immediately after 
the test 
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Test Data 
Mean furnace temperature, together with the temperature/time relationship specified in BS EN 

1363-1: 2020 

 

Time Specified Actual 

  Furnace Furnace 

Mins Temperature Temperature 

  Deg. C Deg. C 

0 20 22 

2 445 428 

4 544 549 

6 603 606 

8 646 642 

10 678 678 

12 706 707 

14 728 731 

16 748 752 

18 766 767 

20 781 780 

22 796 796 

24 809 812 

26 820 820 

28 832 835 

30 842 846 

32 852 854 

34 860 862 

36 869 870 

38 877 876 

40 885 882 

42 892 895 

44 899 904 

46 906 910 

48 912 916 

50 918 922 

52 924 921 

54 930 934 

56 935 937 

58 940 940 

60 945 945 

62 950 948 

64 955 952 

66 960 955 
 

  



 

 
 

Test date: 10/04/2025 Job number: 551358/R 
Test standard: BS EN 1364-1:2015 Issue: 1 
Test sponsor: Express Group Construction Ltd & Express Facades 
& Manufacturing 

Page 28 of 38 

Controlled document no. 112383 Controlled document version no. 4 Controlled document date: 19/02/2025 

 

Individual and mean temperatures recorded on the unexposed surface of the specimen 

 

Time T/C T/C T/C T/C T/C Overall 

  Number Number Number Number Number Mean 

Mins 4 5 6 7 8 Temp 

  Deg. C Deg. C Deg. C Deg. C Deg. C Deg. C 

0 16 17 16 16 19 17 

2 16 17 16 16 19 17 

4 16 16 16 16 19 17 

6 16 16 16 16 19 17 

8 16 16 16 16 19 17 

10 16 16 16 16 19 17 

12 16 16 16 16 19 17 

14 16 16 16 16 19 17 

16 16 17 16 16 19 17 

18 16 17 16 16 19 17 

20 17 17 17 17 19 17 

22 17 17 17 17 20 18 

24 17 18 17 17 20 18 

26 18 19 18 17 20 18 

28 18 21 19 18 21 19 

30 19 23 20 18 22 20 

32 20 26 21 19 24 22 

34 22 29 23 21 26 24 

36 24 33 25 22 28 26 

38 27 38 28 25 31 30 

40 31 42 32 27 35 33 

42 35 45 36 31 39 37 

44 40 49 41 34 43 41 

46 44 52 45 38 47 45 

48 48 55 49 42 50 49 

50 52 58 52 45 54 52 

52 56 61 56 49 57 56 

54 59 63 59 53 60 59 

56 63 66 63 56 63 62 

58 67 68 66 60 66 65 

60 70 70 69 64 69 68 

62 72 72 71 67 71 71 

64 74 73 73 69 73 72 

66 77 75 74 71 74 74 
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Individual temperatures recorded on the unexposed surface of the specimen 

 

Time T/C T/C T/C T/C T/C 

  Number Number Number Number Number 

Mins 9 10 11 12 13 

  Deg. C Deg. C Deg. C Deg. C Deg. C 

0 21 21 20 21 21 

2 21 21 20 21 21 

4 21 21 20 21 20 

6 21 21 20 21 20 

8 21 21 20 21 21 

10 21 21 20 21 20 

12 21 21 20 21 21 

14 21 21 20 21 21 

16 21 22 21 21 21 

18 21 22 21 21 21 

20 21 24 21 22 21 

22 21 25 21 23 22 

24 22 27 22 24 22 

26 22 28 23 25 23 

28 23 31 24 27 23 

30 23 35 26 29 24 

32 25 38 28 32 25 

34 27 43 31 35 26 

36 30 45 35 38 28 

38 33 48 39 42 30 

40 37 52 43 45 33 

42 40 55 46 49 36 

44 44 56 50 52 39 

46 47 59 54 55 43 

48 51 61 57 58 46 

50 54 63 61 61 50 

52 57 66 64 63 54 

54 60 68 67 66 58 

56 63 70 70 68 62 

58 66 72 73 70 66 

60 69 75 75 73 69 

62 73 77 79 75 72 

64 75 79 83 78 74 

66 79 82 88 81 76 
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Individual temperatures recorded on the unexposed surface of the specimen 

 

Time T/C T/C T/C T/C 

  Number Number Number Number 

Mins 14 15 16 17 

  Deg. C Deg. C Deg. C Deg. C 

0 20 18 18 20 

2 20 18 18 20 

4 20 18 18 20 

6 20 18 18 20 

8 20 18 18 20 

10 20 18 18 20 

12 20 18 18 20 

14 20 18 18 20 

16 20 18 18 20 

18 21 18 18 20 

20 21 19 19 20 

22 21 19 19 20 

24 21 19 19 20 

26 21 20 20 21 

28 22 21 20 22 

30 23 22 21 24 

32 24 24 22 26 

34 26 26 24 29 

36 28 29 26 32 

38 31 32 29 36 

40 35 35 32 40 

42 38 38 34 43 

44 42 42 37 46 

46 46 44 40 49 

48 49 47 42 52 

50 52 50 45 55 

52 55 53 47 57 

54 58 55 49 60 

56 60 57 51 63 

58 63 60 53 65 

60 65 62 55 68 

62 67 65 56 71 

64 68 68 57 72 

66 69 70 59 74 
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Deflection of the specimen during the test 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Deflections - mm 

TIME 
mins 

A B C D E F G H I 

0 0 0 0 0 0 0 0 0 0 

10 -5 -1 0 2 -3 -5 -4 -1 -1 

20 -2 -4 -1 -1 -3 -8 1 -3 -2 

30 -2 0 1 5 -3 -3 1 -2 -4 

40 0 1 0 9 0 -3 3 -1 -2 

50 0 0 4 3 3 -9 -1 -1 -13 

60 3 1 4 7 2 0 3 -2 -3 

 

 

Positive deflections indicate movement towards the furnace chamber 
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Graph showing mean furnace temperature, together with the temperature/time relationship 
specified in BS EN 1363-1: 2020 
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Graph showing mean temperature recorded on the unexposed surface of the specimen 
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Graph showing recorded furnace pressure 255 mm below the head of the wall assembly 

 

 
  

0

5

10

15

20

25

30

35

40

45

50

0 10 20 30 40 50 60 70

P
re

s
s

u
re

 -
 P

a
 

Time - Minutes 



 

 
 

Test date: 10/04/2025 Job number: 551358/R 
Test standard: BS EN 1364-1:2015 Issue: 1 
Test sponsor: Express Group Construction Ltd & Express Facades 
& Manufacturing 

Page 35 of 38 

Controlled document no. 112383 Controlled document version no. 4 Controlled document date: 19/02/2025 

 

On-going Implications 
Validity This document is the original version of this test report and is written in English. In 

case of doubt, the original version prevails over a translation.  This document is 
issued subject to Warringtonfire’s standard terms and conditions, which are available 
at: Terms and Conditions | Element.  

The test results relate to the behaviour of the test specimens of a product under the 
particular conditions of the test; they are not intended to be the sole criteria for 
assessing the potential fire hazard of the product in use, nor can the results be 
extrapolated and applied to other products.  

Reports are statements of fact(s) prepared in accordance with the referenced 
version of the standard(s).  Reports are based upon the information provided to 
Warringtonfire. Warringtonfire takes no responsibility for the accuracy or 
completeness of such information. 

The results stated in this report apply to the test specimens as received. The results 
relate only to the behaviour of the specimens of the element of construction under 
the particular conditions of test. They are not intended to be the sole criteria for 
assessing the potential fire performance of the element in use, nor do they reflect the 
actual behaviour in fires. 

This report details the method of construction, the test conditions and the results 
obtained when the specific element of construction described herein was tested 
following the procedure outlined in BS EN 1364-1:2015, BS EN 1363-1:2020, and 
where appropriate BS EN 1363-2:1999. 

Any significant deviation with respect to size, constructional details, loads, stresses, 
edge or end conditions other than those allowed under the field of direct application 
in the relevant test method is not covered by this report. 

Any differences in relation to the aforementioned characteristics may significantly 
affect the performance and will therefore invalidate the application of the test results 
to the variant product. It is recommended that any proposed variation to the tested 
configuration or product should be referred to the test sponsor. The test sponsor 
should then obtain appropriate documentary evidence of compliance from 
Warringtonfire or another accredited testing authority. The supplier of the product is 
responsible for ensuring that the product which is supplied for use is identical to the 
test specimens that were tested. 

The specification and the interpretation of fire test methods are both the subject of 
ongoing development and refinement. Changes in the applicability of the results of 
tests in relation to associated legislation may also occur. For these reasons the 
currency and the relevance of test reports should be considered by the user. 

The test report also relates only to the sample(s) of the product submitted to the test. 
The laboratory accepts no responsibility for the representativeness of the test 
specimens unless so stated in the test report. 

Confidence that the product that is supplied to the market will have the performance 
indicated in the test report can be supported by use of third-party certification 
schemes. 

This report may only be reproduced in full. Extracts or abridgements shall not be 
published without the express written permission of Warringtonfire. 

The report is issued for the benefit of Warringtonfire’s direct customer only and may 
not be relied upon by any third parties without Warringtonfire’s express written 
consent. 

https://protect-eu.mimecast.com/s/yf1NCE8gXcoxMWMHQ46lG?domain=element.com
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Uncertainty of 
measurements 

Because of the nature of fire resistance testing and the consequent difficulty in 
quantifying the uncertainty of measurement of fire resistance, it is not possible to 
provide a stated degree of accuracy of the result. 

EGOLF Certain aspects of some fire test specifications are open to different interpretations. 
EGOLF have identified a number of such areas and have agreed Resolutions which 
define common agreement of interpretations between fire test laboratories which are 
members of the Groups. Where such Resolutions are applicable to this test they 
have been followed: 

020-2018 - Average temperature thermocouples moved away from stiffeners, joints, 
through components, features and hotspots 

025-2018 - Procedures for temperature measurement in fire resistance tests 

028-2018 - Disregarding unexposed thermocouples 

050-2018 - Deduction of the insulation performance criteria 

057rev1-2020 – Steel profiles on unexposed side & location of thermocouples 

061-2021 - Harmonization of pressure measurement, processing and reporting 

062-2022 V2 - Reporting test results 

 

Revision history N/a 

Note: The field of direct application may only be defined following the identification of classification(s). 
The field of direct and, where applicable, extended application will be included in the classification report. 
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Sample Report 
 

 

Not applicable 

 

 

 

 

 

 

 

 

 

 

  



 
Registered office: Warringtonfire Testing and Certification Limited 

3rd Floor, Davidson Building, 5 Southampton Street, London, 
WC2E 7HA, United Kingdom 
Registered Company No. 11371436 

Location of performance of laboratory activities:  

Warringtonfire Testing and Certification Limited 
Holmesfield Road, Warrington WA1 2DS, United Kingdom   
a UKAS accredited testing laboratory No.0249 

Element Materials Technology 
722 Birchwood Park, Warrington WA3 6FW, United Kingdom  
a UKAS accredited testing laboratory No.0249 

Fire resistance laboratory locations:  

High Wycombe, United Kingdom 
a UKAS accredited testing laboratory No.1762 
T: +44 (0) 1494 840 780   

Warrington, United Kingdom 
a UKAS accredited testing laboratory No.0249 
T: +44 (0) 1925 655 116 

Ghent, Belgium 
BELAC accredited laboratory 196-TEST 
T: +32 9 243 77 50 

Tisselt, Belgium 
BELAC accredited laboratory 196-TEST 
T: +32 9 243 77 50 

Heywood, United Kingdom 
a UKAS accredited testing laboratory No.0249 
T: +44 (0) 1925 655 116 

 

General conditions of use  

The data, methodologies, calculations and results documented in this report specifically relate to the tested specimen/s and must 
not be used for any other purpose. This report may only be reproduced in full. Extracts or abridgements must not be published 
without permission from Warringtonfire. 

All work and services carried out by Warringtonfire are subject to, and conducted in accordance with, our standard terms and 

conditions. These are available on request or at https://www.element.comrms/terms-and-conditions. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


